
GENERAL REQUIREMENTS:

Hardishingle®
Siding

INCLUDING HARDISHINGLE® SIDING WITH COLORPLUS® TECHNOLOGY
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CLEARANCES
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flashing

Do not
Caulk
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STORAGE & HANDLING:

concrete
foundation

trim

flashing

 CUTTING INSTRUCTIONS

Kickout
flashing

Self-adhering
eaves membrane



position nails into framing
through previous courses.

Only when application is to minimum
7/16” thick APA rated OSB sheathing,

position nails at 13 3/4” o.c.
Allow 3/8” from panel edges

second
course

1/8
minimum
gap for
caulk

second
course

third
course

first
course

8-1/4” or 9-1/4” 
Hardiplank® siding

INSTALLATION

Steps 1- 4

Steps 5 & 6

HARDISHINGLE® STAGGERED EDGE NOTCHED PANEL COVERAGE

HARDISHINGLE® STRAIGHT EDGE NOTCHED PANEL COVERAGE

INSTALLATION

1/4” gap. Do not caulk.

band board

Figure 7

Figure 6

trim first panel
to hit furthest stud

1 1/4”
starter strip

DO NOT NAIL THROUGH
THIS AREA

16”
panels

1/8
minimum
gap for
caulk

trim board 16” or 24”
o.c.

sheathing

weather-resistive
barrier

7“

Steps 1 - 4

8-1/4” or 9-1/4” 
Hardiplank® siding

position nails into framing
through previous courses.

Only when application is to minimum
7/16” thick APA rated OSB sheathing,

position nails at 13 3/4” o.c.
Allow 3/8” from panel edges

1/8
gap for
caulk

16”
shingle

trim board 16” or 24”
o.c.

weather-resistive
barrier*

sheathing

trim first panel
to hit furthest stud

minimum
1 1/4”

starter strip

Figure 8

Steps 5 & 6

7“

7“

second
course

third
course

1/8
minimum
gap for
caulk

first
course



INSTALLATION

7“

correct 
alignment

INSTALLATION

Figure 9

1”

HARDISHINGLE® HALF-ROUND NOTCHED PANEL COVERAGE

HARDISHINGLE® INDIVIDUAL SHINGLE 
COVERAGE

Figure 10

Figure 11

8“

through pr
position nails into framing

evious courses.
Only when application is to minimum
7/16” thick APA rated OSB sheathing,

position nails at 13 3/4” o.c.
Allow 3/8” from panel edges

8-1/4” or 9-1/4” 
Hardiplank®

lap siding

8-1/4” or 9-1/4” 
Hardiplank®

19”
shingles

1/8 gap 
for

caulk

trim board
16” or 24”

o.c.

weather-resistive
barrier*

sheathing

1 1/4”
starter strip

trim first panel
to hit furthest stud

Shingles for sidewall applications are available in 6”, 8”, 
and 12” widths.  Bundles needed for one square 
(100 sq. ft.) of product coverage:

Shingle
Width

6”
8”

12”

Number
of Bundles

6
6
6

Pieces
per Bundle

11
11
11

position nails to secure
through previous courses,

not above

1 1/4”
starter strip

sheathing

weather-resistive
barrier*16” or 24”

o.c.
trim board

1/8” gap
for

caulk

18”
shingles

weather-
resistive
barrier*

space
shingles
max. 1/4”

apart

leave a minimum
lap of 1-1/2”

between joints
in succesive

courses

8“ max.
exposure

18”
shingles



WINDOWS AND DOORS

GABLE INSTALLATION:

Figure 12

    

Figure 13 Figure 14

Figure 15

Figure 16

1 1/4” starter 
strip

CORNER DETAILS

A. Panels butted against corner boards.
B. Panels butted against square wood
     strip on inside corner, flashing
     behind.
C. Laced outside
     corner.
D. Laced inside
     corner.

minimum 1” thick
trim

chalklined
centerline

of the gable

panel centered
on a keyway

over a sheathing
8-1/4” or 9-1/4”

Hardiplank
lap siding

securing to fully
nailable sheathing

panel centered
on shingle face
and 24 oc studs

face nail
top shingle

nails must overlap
the previous course

top of
first course

second course
seam is located over

mid-point of lower course

correct
alignment

trim boardface nail
small pieces



PNEUMATIC FASTENING

GENERAL FASTENING  REQUIREMENTS

figure A figure B
do not under

drive nails

CAULKINGCUT EDGE TREATMENT PRIMING & PAINTING

COLORPLUS® TECHNOLOGY CAULKING, TOUCH-UP & LAMINATE

Snug Flush
Countersunk,
Caulk &
add nail

DO NOT
STAPLE




